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Glenbeigh®

CUT OUT SIZE

5” x 3-3/4”

4-1/4”

5-1/4”

1-7/8”

4-7/8”

SPECIFICATIONS

OVERVIEW

Glenbeigh boasts a clean and sophisticated design that 
effortlessly harmonizes with diverse interiors. Its refined silhouette 
and choice of multiple finish styles offer versatility, allowing you 
to personalize your space with ease. But Glenbeigh is not just 
about aesthetics; it’s engineered for longevity. Constructed 
from premium die-cast zinc, Glenbeigh remains steadfast and 
resilient against daily wear and tear, promising years of reliable 
performance.

POWER ENTRY OPTIONS    

UL LISTED
Corded
Hardwired
4-Trac interconnect
8-Trac interconnect

UL RECOGNIZED
Interlink
Interlink IQ 2.0

ETL LISTED
Interlink
Interlink IQ 2.0

CODES  

NEW YORK
The Corded Glenbeigh can be used in New York City, per the 
official NYC Electrical Code.

CHICAGO
The Hardwired Glenbeigh must be used in the city of Chicago.
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FINISHES

Silver Powdercoat

Midnight PowdercoatMatte Black

Parchment PowdercoatMatte Storm

Matte Fog

Matte White

CONFIGURATIONS 

2 window unit with power and technologies 
available in the blank spaces shown below. 

INTEGRATED TECHNOLOGIES

The power simplexes must be installed onthe right of this product with technology on left.
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POWERED
  

USB-4C, Dual C+A,  
USB A+C

NOTE: Powered Technologies  
do not transfer data

POWER SIMPLEX

Tamper Resistant & 
Hospital Grade Available

NON-POWERED

Cat6, Cat6A, HDMI, VGA,  
Mini DisplayPort, Stereo Jack,  

Passive USC-A,  
and Passive USB-C

NOTE: Factory install only for Mini DisplayPort
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